
If you require any type of reasonable accommodation as a result of physical, sensory, or mental disability in order to participate in this meeting, 
please contact Lisa Snyder, Clerk of Council, at 704-889-2291 or lsnyder@pinevillenc.gov. Three days’ notice is required. 

 

 

 

WORK SESSION 

TOWN HALL COUNCIL CHAMBERS 

MONDAY, FEBRUARY 23, 2026 AT 6:00 PM 
 

 

AGENDA 

 

CALL TO ORDER 

 

DISCUSSION ITEMS 

1. Pineville Neighbor's Place Update (Staci McBride) 

2. Conditional Zoning Request for 505 Towne Centre for a School (Travis Morgan) 

3. Police ETJ Presentation (Chief Hudgins) 

4. Board Attendance Policy (Ryan Spitzer) 

5. Discussion on Conditional Rezonings (Travis Morgan) 

6. Parking Lot at Johnston Road Discussion (Ryan Spitzer) 

7. PCS Update (Ryan Spitzer) 

8. Budget Work Session Dates (Chris Tucker) 

 

ADJOURN 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



                     TOWN COUNCIL AGENDA ITEM 

________________________________________________________ 

MEETING DATE:  FEBRUARY 23, 2026 

 
Agenda Title/Category: 
 

Conditional zoning proposal for a school 
at 505 Town Centre 

Staff Contact/Presenter: 
 

Travis Morgan 

Meets Strategic Initiative or 
Approved Plan: 
 

 Yes No If yes, 
list: 

 

 X 

Background: 
 
 
 
 

Property is in flood plain and has not been 
developed aside from the existing parking 
lot when the surrounding area was built 
from the late 1980’s to late 1990’s    

Discussion: 
 
 
 
 

Applicant seeks approval for the school 
with parking count, front parking lot, and 
building design not meeting zoning and 
overlay district requirements   

Fiscal impact: 
 
 

 

Attachments: 
 
 
 
 

See staff report and attachments  

Recommended Motion to be made 
by Council: 
 
 

Staff does not recommend the proposal. 
Recommend meeting full town ordinances 
and getting full flood plain approval for a 
by right development.        

 



WORKSHOP MEETING 

To: Town Council  

From: Travis Morgan 

Date: 2/23/2026 

 

Re: Conditional Zoning Proposal for ILIM School at 505 Towne Centre (Informational Item) 
___________________________________________________________________________________ 

 

REQUEST: 

 

Dria Etienne on behalf of ILIM Montessori School 

seeks your consideration for a site-specific 

conditional zoning development to allow the 

school of (approximately 290 students) at 505 

Towne Centre Blvd. with zoning modifications or 

exemptions. The request centers around parking 

location, parking count, and general building 

design.  

 

STAFF COMMENT: 

 

The proposal does not meet multiple minimum zoning requirements and staff does not find compelling 

defensible justification for the request. Staff does not find the proposal consistent with our adopted 

plans and policies. Dumpster is in the front yard, parking lot is in the front yard, building does not meet 

the Downtown overlay design and material requirements. A playground is shown on renderings but site 

plan notes stormwater facilities at the location behind the parking lot. See attachments. Staff 

recommends meeting the ordinance provisions like other developments in the Downtown Overlay for a 

more simple by right development process.   

 

ACTION: 

 

This is a workshop meeting to hear the initial conditional zoning proposal. This follows normal 

legislative process. Your input and feedback are requested. Next steps depend on your feedback. 

Additional workshop meetings can be made. A formal public hearing is needed before any vote on the 

proposal.   
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GENERAL
NOTES &
SPECIFICATIONS

####

GENERAL REQUIREMENTS:

1. ALL WORK SHALL BE IN CONFORMANCE WITH THE APPLICABLE SECTIONS OF THE TOWN OF
PINEVILLE STANDARD SPECIFICATIONS AND DETAILS MANUAL, NCDEQ EROSION AND SEDIMENT
CONTROL PLANNING AND DESIGN MANUAL, AND NORTH CAROLINA DEPARTMENT OF
TRANSPORTATION (NCDOT) "STANDARD SPECIFICATIONS FOR ROADS AND STRUCTURES" (HEREIN
AFTER REFERRED TO AS STANDARD SPECIFICATIONS) ADOPTED JANUARY 1, 2018 AND
SUPPLEMENTAL SPECIFICATIONS.

2. SCOPE OF WORK:  THE PROPOSED IMPROVEMENTS CONSIST OF SUPPLYING ALL THE NECESSARY
LABOR, MATERIAL AND EQUIPMENT TO SATISFACTORILY CONSTRUCT AND INSTALL ALL
IMPROVEMENTS ACCORDING TO THE PLANS DESIGNATED HEREIN.

3. CONTRACTOR SHALL HAVE THE RESPONSIBILITY TO LOCATE AND PROTECT ALL UNDERGROUND
FACILITIES/UTILITIES DURING CONSTRUCTION OPERATIONS AS OUTLINED IN ARTICLE 107.31 OF THE
STANDARD SPECIFICATIONS AND CONTACT THE OWNER.  ANY DAMAGE TO ANY UTILITIES SHALL BE
PROMPTLY REPORTED TO THE OWNER.  REPAIRS SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR.  THE UNDERGROUND UTILITIES SHOWN HEREIN ARE APPROXIMATE AND BASED ON
THE ACTUAL LOCATION OF SURFACE STRUCTURES AND PLANS PROVIDED BY THE OWNER.  THE
IMPLIED PRESENCE OR ABSENCE OF UTILITIES IS NOT TO BE CONSTRUED BY THE OWNER,
ENGINEER, CONTRACTOR, OR SUBCONTRACTORS TO BE AN ACCURATE AND COMPLETE
REPRESENTATION OF UTILITIES THAT MAY OR MAY NOT EXIST ON THE CONSTRUCTION SITE.  BURIED
AND ABOVE GROUND UTILITY LOCATION, IDENTIFICATION, AND MARKING IS THE SOLE
RESPONSIBILITY OF THE CONTRACTOR.  REROUTING, DISCONNECTION, PROTECTION, ETC. OF ANY
UTILITIES MUST BE COORDINATED BETWEEN THE CONTRACTOR, UTILITY COMPANY, AND OWNER.
SITE SAFETY, INCLUDING THE AVOIDANCE OF HAZARDS ASSOCIATED WITH BURIED AND
ABOVEGROUND UTILITIES REMAINS THE SOLE RESPONSIBILITY OF THE CONTRACTOR.  THE
CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING UTILITY PROPERTY FROM CONSTRUCTION
OPERATIONS.

4. THE CONTRACTOR SHALL FURNISH, ERECT, AND MAINTAIN MARKINGS AND ASSOCIATED HAZARD
WARNING LIGHTS, DELINEATOR FENCE, AND OTHER ASSOCIATED FACILITIES AS REQUIRED FOR
OPEN TRENCHES, EXCAVATIONS, TEMPORARY STOCK PILES, AND PARKED CONSTRUCTION
EQUIPMENT THAT MAY POSE A POTENTIAL HAZARD AS PART OF THE DAILY OPERATIONS AT THIS
SITE.  CONTRACTOR IS SOLELY RESPONSIBLE FOR SITE SAFETY.

5. CONTRACTOR SHALL CONTINUOUSLY COMPARE ALL LINES, GRADES, AND OTHER INFORMATION
APPEARING ON THE PLANS WITH THE ACTUAL LINES, GRADES, AND SITE CONDITIONS.  ANY
DISCREPANCIES THAT MAY AFFECT THE PERFORMANCE OF THE WORK IN ACCORDANCE WITH THE
INTENT OF THE CONTRACT DOCUMENTS SHALL BE IMMEDIATELY REPORTED TO THE OWNER AND
ENGINEER IN WRITING FOR DISPOSITION BEFORE CONTRACTOR PROCEEDS WITH THE WORK.
CONTRACTOR SHALL HAVE FULL RESPONSIBILITY FOR THE WORK COMPLETED PRIOR TO THE
REPORT TO THE OWNER AND ENGINEER, AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED
FOR CORRECTION OF THE WORK PRIOR TO THE REPORT TO THE OWNER AND ENGINEER.

6. CONTRACTOR PARKING AND LAYDOWN AREAS SHALL BE COORDINATED WITH THE OWNER.

7. PRIOR TO PERFORMING ANY WORK IN OR ON THE RIGHT OF WAY OF ANY CITY OR STATE ROADWAY,
THE CONTRACTOR SHALL NOTIFY THE CITY / STATE TRAFFIC ENGINEER'S OFFICE.  THE
CONTRACTOR SHALL ERECT WARNING SIGNS AND BARRICADES TO PROTECT THE TRAVELING
PUBLIC AND HIS WORKERS.  THE SIGNING AND BARRICADING SHALL CONFORM TO THE
APPROPRIATE APPLICATIONS OUTLINED IN THE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES
OR AS OTHERWISE DIRECTED BY THE CITY / STATE TRAFFIC ENGINEER.  IF PERMITS ARE REQUIRED
TO CONDUCT THE WORK, THE CONTRACTOR SHALL SECURE THE PERMITS AND SUPPLY THEM TO
THE OWNER AT NO ADDITIONAL COST.  ALL FULL WIDTH LANE CLOSURES, PARTIAL LANE CLOSURES,
AND CONSTRUCTION ADJACENT TO PAVEMENT SHALL BE IDENTIFIED, SIGNED, AND BARRICADES
ERECTED IN CONFORMANCE WITH THE APPLICABLE ARTICLES OF SECTION 1101 OF THE STANDARD
SPECIFICATIONS AND THE MUNICIPALITY'S REQUIREMENTS.  ALL TRAFFIC PROTECTION, BOTH
ONSITE AND OFFSITE, SHALL BE CONSIDERED INCIDENTAL TO THE CONTRACT.

8. CONTRACTOR SHALL REMOVE EARTHEN MATERIALS, EXISTING SURFACES, AND STRUCTURES AS
REQUIRED.  ALL WASTE MATERIAL SHALL BE PROPERLY DISPOSED OFF-SITE AND SHALL BE
INCIDENTAL TO THE CONTRACT.

9. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL NECESSARY PERMITS, UNLESS NOTED.
THIS WILL INCLUDE BUT NOT BE LIMITED TO MUNICIPAL BUILDING PERMIT.  THE OWNER WILL
SECURE THE PERMIT.  THE CONTRACTOR SHALL PROVIDE ANY FINANCIAL SURETIES REQUIRED AS
PART OF ANY PERMIT.

10. WHEN CONCRETE IS PLACED ABUTTING STRUCTURES, FOUNDATIONS OR EXISTING SIDEWALKS, A
BOND BREAKER CONSISTING OF 1" P.J.F. AND ELASTOMERIC JOINT SEALANT SHALL BE USED FULL
DEPTH UNLESS OTHERWISE NOTED.

11. MAXIMUM CONTRACTION JOINT SPACING ON CONCRETE CURB AND GUTTER OR CONCRETE GUTTER
SHALL NOT EXCEED 25'.

12. SIDEWALK RAMPS FOR ADA SHALL BE IN ACCORDANCE WITH THE DETAILS SHOWN HEREIN.
DETECTABLE WARNINGS SHALL BE IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS.

13. HOT-MIX ASPHALT PAVEMENT PATCHING SHALL BE IN ACCORDANCE WITH SECTION 600 OF THE
STANDARD SPECIFICATIONS.

14. CONTRACTOR SHALL BE RESPONSIBLE FOR PREPARING AND SUBMITTING ELECTRONIC AS-BUILT
DRAWINGS, FOR UTILITIES AND DETENTION AREAS, TO THE OWNER AND ENGINEER FOR REVIEW
AND APPROVAL PRIOR TO PROJECT ACCEPTANCE.

15. CONSTRUCTION STAKING, LAYOUT, AND GRADING SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR USING THE BASIC TOPOGRAPHIC SURVEY CONTROLS PROVIDED IN THE PLANS.
CONTRACTOR SHALL VERIFY SURVEY CONTROLS PRIOR TO BEGINNING CONSTRUCTION.  ANY
DISCREPANCIES IN THE SURVEY CONTROLS SHALL BE REPORTED TO THE OWNER AND ENGINEER
PRIOR TO CONSTRUCTION.  ANY ADDITIONAL SURVEY CONTROLS REQUIRED FOR CONSTRUCTION
SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

16. CONTRACTOR SHALL COORDINATE ALL UTILITY LINE CROSSINGS TO ENSURE ALL PIPES MAINTAIN
MINIMUM COVER, MINIMUM CLEARANCES, AND PROPER SEPARATION.  GRAVITY LINES SHALL HAVE
PRECEDENCE OVER PRESSURIZED LINES.

17. CONTRACTOR SHALL SUBMIT SHOP DRAWINGS FOR ALL ITEMS INCORPORATED INTO THE WORK FOR
ENGINEER REVIEW AND APPROVAL A MINIMUM OF 4 WEEKS PRIOR TO ORDERING.

18. REFERENCES TO "INSPECTION" OR "INSPECTOR" IN THE SPECIFICATIONS SHALL NOT CREATE,
IMPOSE, OR GIVE RISE TO ANY DUTY OWED BY THE OWNER OR ENGINEER TO THE CONTRACTOR,
ANY SUBCONTRACTOR, OR ANY SUPPLIER.  ALL IMPROVEMENTS SHALL BE SUBJECT TO INSPECTION
BY A DULY AUTHORIZED AND QUALIFIED OWNER'S REPRESENTATIVE BOTH DURING THE COURSE OF
CONSTRUCTION AND AFTER CONSTRUCTION IS COMPLETE.  THE INSPECTOR SHALL HAVE
AUTHORITY OVER MATERIALS OF CONSTRUCTION, METHODS OF CONSTRUCTION AND
WORKSMANSHIP TO ENSURE COMPLIANCE WITH WORKING DRAWINGS AND SPECIFICATIONS.  THE
CONTRACTOR SHALL PROVIDE FOR REASONABLE TESTS AND PROOF OF QUALITY OF MATERIALS AS
REQUESTED BY THE INSPECTOR.  UPON DUE CAUSE, WHICH SHALL INCLUDE WEATHER CONDITIONS,
WORKMANSHIP OR NON-ADHEREANCE TO THE APPROVED PLANS AND SPECIFICATIONS, THE
INSPECTOR SHALL HAVE THE AUTHORITY TO STOP CONSTRUCTION.

19. WHERE SECTION, SUB-SECTION, SUBDIVISION, OR PROPERTY MONUMENTS ARE ENCOUNTERED, THE
OWNER'S REPRESENTATIVE SHALL BE NOTIFIED BEFORE SUCH MONUMENTS ARE REMOVED.  THE
CONTRACTOR SHALL PROTECT AND PRESERVE ALL PROPERTY MARKERS UNTIL AN OWNER OR
AUTHORIZED SURVEYOR HAS WITNESSED OR REFERENCED THEIR LOCATION.

20. ALL TRENCH BACKFILL SHALL BE IMPORTED GRANULAR MATERIAL UNLESS EXISTING GRANULAR
MATERIALS ARE SPECIFICALLY APPROVED BY THE OWNER'S REPRESENTATIVE.

21. ALL AGGREGATE BASE COURSE SHALL BE COMPACTED TO 98% STANDARD PROCTOR DENSITY.

22. ALL AGGREGATE BASE AREAS TO BE PAVED (PAVEMENT, SIDEWALK, CURB, OR STRUCTURES) SHALL
BE PROOF-ROLLED WITH SEVERAL PASSES OF A FULLY LOADED DUMP TRUCK.  CONTRACTOR SHALL
NOTIFY THE OWNER AND/OR ENGINEER 24 HOURS PRIOR TO PROOF ROLL AND SHALL MAKE ALL
CORRECTIONS TO PROVIDE A SATISFACTORY SUBGRADE.

23. ANY UNCONTROLLED CRACKING THAT OCCURS IN CONCRETE PAVEMENT, SIDEWALK, CURB, OR
CURB AND GUTTER PRIOR TO FINAL ACCEPTANCE SHALL BE ROUTED OR SAWED AND SEALED
ACCORDING TO THE STANDARD SPECIFICATIONS.

24. CONTRACTOR SHALL COORDINATE WITH UTILITY COMPANIES PRIOR TO ANY WORK IN AND AROUND
UTILITY-OWNED INFRASTRUCTURE AND MAKE THEM AWARE OF WORK TO BE PERFORMED.

25. ALL SIDEWALKS SHALL BE 4 INCHES IN THICKNESS AND CONSTRUCTED TO THE WIDTH SHOWN ON
THE PLANS.  ALL SIDEWALKS SHALL BE CONSTRUCTED WITH A MIN. CROSS SLOPE OF 1% AND A MAX.
CROSS SLOPE OF 2%.  SIDEWALK THICKNESS SHALL BE INCREASED TO A MINIMUM 6" AT DRIVEWAYS
OR AS REQUIRED BY THE MUNICIPALITY.

26. ANY SIDEWALKS, FENCES, AND OTHER ITEMS NOT SHOWN TO BE REMOVED, BUT DAMAGED DURING

CONSTRUCTION, SHALL BE REPAIRED BY THE CONTRACTOR AT NO COST TO THE OWNER.

27. CONTRACTOR SHALL NOTIFY THE APPROPRIATE AGENCY A MINIMUM OF 48 HOURS PRIOR TO
CONNECTING TO OR INSTALLING ANY PUBLIC SEWER OR WATER MAINS.

28. PRIOR TO COMMENCEMENT OF CONSTRUCTION, THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS
AND CONDITIONS AFFECTING THEIR WORK WITH THE ACTUAL CONDITIONS AT THE PROJECT SITE.  IN
ADDITION, THE CONTRACTOR MUST VERIFY THE ENGINEER'S LINE AND GRADE STAKES.  IF THERE
ARE ANY DISCREPANCIES FROM WHAT IS SHOWN ON THE CONSTRUCTION PLANS, THE
CONTRACTOR MUST IMMEDIATELY PROVIDE THE INFORMATION TO THE ENGINEER BEFORE DOING
ANY WORK.  OTHERWISE, THE CONTRACTOR ASSUMES FULL RESPONSIBILITY.  IN THE EVENT OF
DISAGREEMENT BETWEEN THE CONSTRUCTION PLANS, STANDARD SPECIFICATIONS AND/OR
DETAILS, THE CONTRACTOR SHALL SECURE WRITTEN INSTRUCTIONS FROM THE ENGINEER PRIOR
TO PROCEEDING WITH ANY PART OF THE WORK EFFECTED BY OMISSIONS OR DISCREPANCIES.  IF
THE CONTRACTOR FAILS TO SECURE WRITTEN INSTRUCTIONS FROM THE ENGINEER, THE
CONTRACTOR WILL BE CONSIDERED TO HAVE PROCEEDED AT HIS OWN RISK AND EXPENSE.  IN THE
EVENT OF ANY DOUBT OR QUESTION ARISING WITH RESPECT TO SPECIFICATIONS, THE DECISION OF
THE ENGINEER SHALL BE FINAL.

EXISTING TOPOGRAPHY:

1. ALL UTILITIES SHOWN ARE APPROXIMATE ONLY AND ARE DERIVED FROM EXISTING UTILITY
MARKINGS, OLD SITE PLANS, UTILITY COMPANY MAPS, PRIVATE LOCATOR AND OBSERVED
EVIDENCE. CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS AND UTILITIES UPON
MOBILIZATION

2. ALL PIPE SIZES REFERENCED HEREON ARE SHOWN ACCORDING TO UTILITY COMPANY MAPS, OLD
SITE PLANS AND OBSERVED EVIDENCE.  ALL PIPE SIZES AND INVERTS SHOULD BE VERIFIED PRIOR
TO ANY CONSTRUCTION.

3. PRIOR TO ANY EXCAVATION CONTRACTORS SHALL CALL THE TOLL FREE NC811 TELEPHONE NUMBER
1-800-632-4949. ALLOW 48 HOURS FOR LOCATIONS OTHER THAN EMERGENCY ASSISTANCE.

SITE DEMOLITION:

1. EXISTING UTILITIES TO REMAIN, WHICH ARE DAMAGED BY THE CONTRACTOR DURING
CONSTRUCTION, SHALL BE REPAIRED AND/OR REPLACED WITHOUT ADDITIONAL COMPENSATION.
CONFLICTS WITH PROPOSED CONSTRUCTION AND UTILITIES TO REMAIN ARE TO BE BROUGHT TO
THE IMMEDIATE ATTENTION OF THE CONSTRUCTION MANAGER FOR COORDINATION WITH THE
OWNER'S REPRESENTATIVE, ENGINEER, AND UTILITY COMPANY.

2. NO DEMOLITION OR CONSTRUCTION ACTIVITIES SHALL TAKE PLACE WITHIN PUBLIC RIGHT-OF-WAY
UNTIL ALL PERMITS ARE SECURED.

3. ALL PAVEMENT TO BE REMOVED SHALL BE SAW CUT FULL DEPTH.

4. CONTRACTOR SHALL EMPLOY ALL MEASURES NECESSARY DURING DEMOLITION TO CONTROL
EROSION AND INSURE THAT SEDIMENT DOES NOT LEAVE THE SITE.  TRACKING OF DIRT ONTO
PUBLIC STREETS AND EXISTING PARKING LOT SHALL BE CLEANED IMMEDIATELY, AND ALL SEDIMENT
AND EROSION CONTROL ITEMS SHALL BE INSTALLED PRIOR TO CLEARING AND DEMOLITION WORK.

5. CONTRACTOR IS RESPONSIBLE FOR VERIFYING EXISTING SITE CONDITIONS AND BECOMING
FAMILIAR WITH ALL CONSTRUCTION DOCUMENTS.

6. ITEMS INDICATED TO BE REMOVED SHALL BE COMPLETELY REMOVED UNLESS INDICATED
OTHERWISE.

7. ITEMS INDICATED TO BE SALVAGED SHALL BE CAREFULLY REMOVED AND STORED IN A LOCATION
DESIGNATED BY THE OWNER.

8. ALL TREES AND BRUSH INDICATED TO BE REMOVED SHALL BE REMOVED COMPLETELY, INCLUDING
ROOT BALLS.

9. UNLESS OTHERWISE IDENTIFIED AND/OR NOTED ON THE DEMOLITION PLAN, CONTRACTOR SHALL
FULLY DEMOLISH, REMOVE, AND LAWFULLY DISPOSE OF ALL EXISTING BUILDINGS, IMPROVEMENTS,
AND RELATED APPURTENANCES AT THIS SITE AND PROPERTY.  CONTRACTOR SHALL ALSO
DEMOLISH, REMOVE, AND LAWFULLY DISPOSE OF EXISTING IMPROVEMENTS AND CONSTRUCTIONS
IN THE PUBLIC RIGHT-OF-WAY NECESSARY TO ACCOMPLISH THE NEW PROJECT WORK DESCRIBED
ELSEWHERE IN THESE BIDDING AND CONSTRUCTION DOCUMENTS.  CONTRACTOR SHALL PROCURE
ALL NECESSARY PERMITS AND APPROVALS FOR SUCH DEMOLITION WORK (BOTH INSIDE THE
PROPERTY LINE AND IN THE PUBLIC RIGHT-OF-WAY) PRIOR TO COMMENCING ANY DEMOLITION
OPERATIONS.

10. CONTRACTOR SHALL FULLY PROTECT ALL SURROUNDING PROPERTIES FROM ANY AND ALL DAMAGE
DURING DEMOLITION OPERATIONS; AND SHALL BE FULLY RESPONSIBLE FOR REPAIRING (TO A
CONDITION ACCEPTABLE TO THE OWNER AND ARCHITECT) ANY AND ALL DAMAGE THAT DOES
OCCUR.

11. CONTRACTOR SHALL PROVIDE ALL NECESSARY TRAFFIC CONTROLS AND RELATED
APPURTENANCES THAT ARE REQUIRED BY ANY APPLICABLE CODES AND ORDINANCES, DURING ALL
DEMOLITION OPERATIONS.

12. CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE SAFETY AND SECURITY OF THE PROJECT
SITE AND ITS SURROUNDINGS DURING DEMOLITION OPERATIONS.

13. ALL DEMOLISHED EXISTING MATERIALS, SYSTEMS, AND CONSTRUCTIONS SHALL BE DISPOSED OF IN
A LAWFUL MANNER, AND WRITTEN RECORDS OF THE FINAL DESTINATION FOR THESE MATERIALS,
SYSTEMS, AND CONSTRUCTIONS (INCLUDING ANY IDENTIFIED HAZARDOUS ITEMS) SHALL BE
PROVIDED TO THE OWNER AND ENGINEER.  ADDITIONALLY, SOME EXISTING MATERIALS AND
SYSTEMS MAY NEED TO BE RECYCLED AND/OR OTHERWISE SALVAGED IN ORDER TO MEET THE
SUSTAINABILITY AND LEED REQUIREMENTS OF THIS PROJECT.  SEE OTHER PORTIONS OF THESE
BIDDING AND CONSTRUCTION DOCUMENTS FOR SUCH REQUIREMENTS.

14. EXISTING SITE SHALL BE CLEANED ON A DAILY BASIS THROUGHOUT THE DURATION OF DEMOLITIONS
OPERATIONS; AND NO DEBRIS OR PRODUCTS OF DEMOLITION SHALL BE ALLOWED TO ACCUMULATE
OUTSIDE THE BOUNDARIES OF THE SITE.

15. CONTRACTOR SHALL FULLY COORDINATE ALL PROJECT DEMOLITION OPERATIONS, INCLUDING THE
REMOVAL AND LAWFUL DISPOSAL OF ALL IDENTIFIED HAZARDOUS MATERIALS AND SYSTEMS.

16. CONTRACTOR SHALL SUBMIT A COMPLETE WRITTEN PLAN AND SCHEDULE FOR ALL PROPOSED
DEMOLITION WORK TO OWNER AND ARCHITECT FOR REVIEW AND COMMENT, PRIOR TO BEGINNING
ANY SUCH OPERATIONS.  DURING THE COURSE OF THIS DEMOLITION WORK, IF ANY ARTIFACTS OR
OTHER UNUSUAL ITEMS ARE DISCOVERED, CONTRACTOR SHALL NOTIFY OWNER AND ENGINEER
IMMEDIATELY, BEFORE PROCEEDING ANY FURTHER.  ANY EXPENSES RESULTING FROM THE FAILURE
TO PROVIDE SUCH IMMEDIATE NOTIFICATION SHALL BE BORNE BY THE CONTRACTOR.

SITE LAYOUT:

1. JOINTS IN SIDEWALK SHALL BE TOOLED AT 5' MAX. INTERVALS, UNLESS INDICATED OTHERWISE.

2. NORTHING-EASTING COORDINATES AND DIMENSIONS FOR CURB AND GUTTER ARE TO FACE OF
CURB.

3. CONTRACTOR SHALL COORDINATE ALL WORK WITHIN PUBLIC RIGHT-OF-WAY WITH THE
APPROPRIATE PUBLIC AGENCY.  NOTIFICATION SHALL OCCUR A MINIMUM OF 48 HOURS PRIOR TO
COMMENCING WORK WITHIN PUBLIC RIGHT-OF-WAY.  ALL PERMITS ARE THE RESPONSIBILITY OF THE
CONTRACTOR.

4. MIXES FOR ALL PORTLAND CEMENT CONCRETE SHALL BE DESIGNED BY A CERTIFIED CONCRETE MIX
DESIGN TECHNICIAN OR AN ENGINEER LICENSED BY THE STATE OF NORTH CAROLINA, IN
ACCORDANCE WITH THE NCDOT STANDARD SPECIFICATIONS.

5. CONTRACTOR IS RESPONSIBLE FOR VERIFYING EXISTING SITE CONDITIONS AND BECOMING
FAMILIAR WITH ALL CONSTRUCTION DOCUMENTS.

6. SEE ARCHITECTURAL PLANS FOR EXACT BUILDING DIMENSIONS AND DOOR LOCATIONS.

7. CONTRACTOR SHALL COORDINATE EQUIPMENT PADS WITH EQUIPMENT MANUFACTURERS.

SITE GRADING AND EROSION CONTROL:

1. ALL SUBGRADE EXCAVATION AND COMPACTION SHALL BE COMPLETED IN ACCORDANCE WITH
GEOTECHNICAL RECOMMENDATIONS AND THE SITE SPECIFIC GEOTECHNICAL REPORT.

2. ENGINEERED STRUCTURAL FILLS SHALL BE INCLUDED IN OVERALL SITE DEVELOPMENT TO PROVIDE
ADEQUATE STRUCTURAL SUPPORT FOR THE FLOOR SLABS ON GRADE AND ADJOINING PAVEMENT
AREAS.  REFER TO THE GEOTECHNICAL REPORT FOR APPROVED FILL MATERIALS.

3. WHERE FIRM FOUNDATION MATERIAL IS NOT ENCOUNTERED AT THE GRADE ESTABLISHED, DUE TO
UNSUITABLE SOIL, ALL SUCH UNSUITABLE MATERIAL SHALL BE REMOVED AND REPLACED WITH

APPROVED COMPACTED GRANULAR MATERIAL.

4. TOPSOIL SHALL BE STRIPPED IN ALL STRUCTURAL FILL AREAS BEFORE PLACEMENT OF FILL
MATERIAL AND SHALL BE STOCKPILED IN AREAS DESIGNATED BY THE OWNER OR PER PLAN.

5. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO PERFORM EARTHWORK CALCULATIONS BASED
ON THE PROVIDED PLANS AND TO LAWFULLY DISPOSE OF AND REMOVE ANY EXCESS MATERIAL
FROM THE PROJECT SITE, OR TO PROVIDE ANY NECESSARY FILL MATERIAL THAT MAY BE REQUIRED
TO MEET THE FINAL PLAN GRADES.  THE DISPOSAL OR PROVIDING OF MATERIAL SHALL BE
INCIDENTAL TO THE CONTRACT.

6. ALL VEGETATIVE AND STRUCTURAL EROSION CONTROL PRACTICES SHALL BE THE RESPONSIBILITY
OF THE CONTRACTOR AND SHALL BE CONSTRUCTED AND MAINTAINED IN ACCORDANCE WITH THE
MINIMUM STANDARDS AND SPECIFICATIONS OF THE "NCDEQ - EROSION AND SEDIMENT CONTROL
PLANNING AND DESIGN MANUAL"

7. THE OWNER/ENGINEER SHALL PROVIDE THE SOIL EROSION AND SEDIMENT CONTROL PLANS
INCLUDED HEREIN.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR DOCUMENTATION OF THE
STORMWATER POLLUTION PREVENTION PLAN BOOKLET AND ASSOCIATED DOCUMENTS  IN
ACCORDANCE WITH THE "GENERAL NPDES PERMIT FOR STORM WATER DISCHARGES FROM
CONSTRUCTION SITE ACTIVITIES," AND A COPY SHALL BE KEPT ONSITE AT ALL TIMES.

8. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR THE INSTALLATION, ALL INSPECTIONS, AND
MAINTENANCE OF ALL EROSION CONTROL FACILITIES REQUIRED BY THE GENERAL NPDES PERMIT
UNTIL FINAL STABILIZATION OF ALL AREAS DISTURBED BY CONSTRUCTION OCCURS.  MAINTENANCE
AND REPLACEMENT OF EROSION CONTROL ITEMS SHALL BE CONSIDERED AS INCIDENTAL TO THE
CONTRACT.

9. ALL AREAS DISTURBED BY CONSTRUCTION ACTIVITY MUST BE SEEDED, SODDED, BLANKETED OR
OTHERWISE PROTECTED WITHIN 14 DAYS OF FINAL DISTURBANCE.  ALL AREAS DISTURBED BY THE
CONTRACTOR DURING THE CONSTRUCTION OF THIS PROJECT WHICH ARE LOCATED OUTSIDE OF
THE PROPOSED SEEDING LIMITS SHALL BE GRADED TO DRAIN, FERTILIZED, SEEDED, MULCHED AND
WATERED.  THE COST ASSOCIATED WITH THE PLACEMENT OF ADDITIONAL FERTILIZER, SEED, MULCH
AND WATERING SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.  A MINIMUM OF 70%
VEGETATIVE COVERAGE IS REQUIRED PRIOR TO ACCEPTANCE.  SEE LANDSCAPE PLANS FOR
ADDITIONAL REQUIREMENTS.

10. ALL EROSION CONTROL MEASURES SHOWN ON THE PLAN ARE THE MINIMUM MEASURES REQUIRED.
UNFORESEEN CHANGES IN SCOPE, SCHEDULE OR CONSTRUCTION METHODS MAY RESULT IN
CHANGES OR ADDITIONS TO THIS PLAN AND THE SWPPP.  ANY CHANGES OR ADDITIONS NECESSARY
TO MAINTAIN COMPLIANCE WITH THE NPDES PERMIT SHALL IMMEDIATELY BE BROUGHT TO THE
ATTENTION OF THE OWNER.

11. SHOULD PROJECT SCHEDULING PROHIBIT THE ABILITY TO SEED DISTURBED EARTH UPON
COMPLETION OF GRADING, CONTRACTOR SHALL EMPLOY ALTERNATE SOURCE CONTROLS IN
ADDITION TO THOSE ON THIS PLAN, INCIDENTAL TO THE CONTRACT.

12. DUST CONTROL MUST BE PROVIDED AS NEEDED, BY WATERING OR OTHER MEANS.

13. ALL AREAS WITH THE EXCEPTION OF PAVEMENT SHALL BE FINISHED IN ACCORDANCE WITH THE
LANDSCAPE PLANS INCLUDED IN THE PLAN SET.

14. CONTRACTOR SHALL INSTALL INLET FILTER PROTECTION BASKETS INSIDE ALL EXISTING AND
PROPOSED MANHOLES AND INLET FRAMES.

15. CONTRACTOR IS REQUIRED TO PROVIDE AND USE A CONCRETE WASHOUT AREA FOR RINSING
CONCRETE TRUCKS.

16. CONTRACTOR IS REQUIRED TO PROVIDE AND USE A TEMPORARY CONSTRUCTION ENTRANCE FOR
ALL CONSTRUCTION TRAFFIC PER PLAN.

17. CONTRACTOR SHALL PROVIDE AND USE A WHEEL WASH SYSTEM TO ENSURE THAT ALL
CONSTRUCTION TRAFFIC ENTERING AND EXITING THE SITE MAINTAIN CLEAN TIRES.  ANY SEDIMENT
TRACKED ONTO ADJACENT ROADWAYS OR PAVED AREAS SHALL BE REMOVED BY THE CONTRACTOR
BY THE END OF THE SAME WORK DAY.

18. ALL ELEVATIONS SHOWN ARE TO FINISHED PAVEMENT UNLESS SPECIFIED OTHERWISE.

19. ALL SLOPES GREATER THAN OR EQUAL TO 4:1 SHALL BE STABILIZED WITH NAG S75BN OR
EQUIVALENT.

20. CONTRACTOR SHALL PROVIDE A MINIMUM OF 6" TOPSOIL IN ALL ISLANDS, LANDSCAPE AREAS, AND
OPEN SPACES.

SITE UTILITIES:

1. THIS CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE FOLLOWING SPECIFICATIONS:

A. "MINIMUM DESIGN CRITERIA FOR THE PERMITTING OF GRAVITY SEWERS" - NORTH CAROLINA
DEPARTMENT OF ENVIRONMENT AND NATURAL RESOURCES PUBLISHED 02/12/1996.

B. NORTH CAROLINA DEPARTMENT OF TRANSPORTATION (NCDOT) "STANDARD SPECIFICATIONS
FOR ROADS AND STRUCTURES"

C. MECKLENBURG COUNTY STANDARD SPECIFICATIONS AND DETAILS MANUAL.

2. ALL UTILITY TRENCHES UNDER OR WITHIN 2' OF EXISTING OR PROPOSED PAVEMENT OR BUILDING
SHALL BE BACKFILLED WITH COMPACTED GRANULAR MATERIAL IN ACCORDANCE WITH NCDOT
SPECIFICATIONS.  CONTROLLED LOW-STRENGTH MATERIAL (CLSM) SHALL BE USED TO BACKFILL
TRENCHES WITHIN PUBLIC RIGHT OF WAY.  THE CLSM SHALL EXTEND 2 FT PAST THE PROPOSED
PAVEMENT, CURB, OR SIDEWALK.

3. OPEN CUT TRENCHES SHALL BE SHEETED AND BRACED AS REQUIRED BY THE GOVERNING STATE,
FEDERAL LAWS AND MUNICIPAL ORDINANCES, AND AS MAY BE NECESSARY TO PROTECT LIFE,
PROPERTY OR THE WORK.

4. CONTRACTOR SHALL AT ALL TIMES DURING CONSTRUCTION PROVIDE AND MAINTAIN SUFFICIENT
MEANS AND DEVICES TO REMOVE AND PROPERLY DISPOSE OF ALL WATER ENTERING THE
EXCAVATIONS.  WATER SHALL BE FILTERED AND DISCHARGED IN ACCORDANCE WITH THE NPDES
REQUIREMENTS.

5. ALL PIPE SHALL BE INSTALLED ON A BEDDING OF APPROVED, COMPACTED GRANULAR MATERIAL
UNLESS OTHERWISE APPROVED BY THE ENGINEER.  THE BEDDING MATERIAL SHALL BE INSTALLED
PER STANDARD SPECIFICATIONS AND PROVIDED PLAN DETAILS.

6. A MINIMUM HORIZONTAL SEPARATION OF 10 FEET SHALL BE MAINTAINED BETWEEN ALL WATER
MAINS AND SEWERS.  IF SEPARATION IS NOT POSSIBLE, WATER MAIN ENCASEMENT SHALL BE
REQUIRED OR THE SEWER SHALL BE CONSTRUCTED OF WATER MAIN QUALITY PIPE (DUCTILE IRON
PIPE OR EQUIVALENT).

7. WATER MAINS SHALL CROSS ABOVE SEWERS WITH A MINIMUM VERTICAL SEPARATION OF 18 INCHES
WHILE STILL MAINTAINING THE REQUIRED DEPTH OF COVER.  IF PROPER SEPARATION IS NOT
POSSIBLE, OR IF THE WATER MAIN MUST BE ROUTED UNDER THE SEWER, WATER MAIN
ENCASEMENT SHALL BE REQUIRED OR THE SEWER SHALL BE CONSTRUCTED OF WATER MAIN
QUALITY PIPE (DUCTILE IRON PIPE OR EQUIVALENT).

8. ALL SANITARY SEWERS SHALL BE TESTED FOR EXFILTRATION OF AIR UNDER PRESSURE,
INFILTRATION OF WATER, AND/OR EXFILTRATION OF WATER AS PER STANDARD SPECIFICATIONS.
ALL SANITARY SEWERS SHALL BE DEFLECTION TESTED NO SOONER THAN 30 DAYS AFTER
INSTALLATION.  ALL MANHOLES SHALL BE TESTED FOR WATERTIGHTNESS BY EITHER ASTM C 969 OR
ASTM C 1244.

9. STORM SEWER SHALL BE IN CONFORMANCE WITH THE FOLLOWING:

A. REINFORCED CONCRETE PIPE (RCP), ASTM C76

a. GASKETS - ASTM C443

b. FITTINGS - ASTM C443

B. SMOOTH INTERIOR WALLED HIGH DENSITY POLYETHYLENE PIPE (HDPE), ASTM D3212, N-12 WT

a. WATER TIGHT JOINTS

b. JOINT SHALL BE SEALED SUFFICIENTLY TO PREVENT JETTING OR LEAKING AT THE JOINT

C. PVC STORM SEWER PIPING, ASTM D 3034, SDR 35

a. BELL-AND-SPIGOT ENDS

b. ASTM F 477, ELASTOMERIC SEALS FOR GASKETED JOINTS

D. FRAME AND GRATES (OR APPROVED ALTERNATIVE)

a. TYPE 1 CLOSED LID = NEENAH R-1713

b. TYPE 1 OPEN LID = NEENAH R-2504

c. TYPE 3 = NEENAH R-3281-A

d. DITCH GRATE = NEENAH R-4342

10. ALL CLEANOUT RIMS SHALL BE CONSTRUCTED FLUSH WITH THE FINISHED GROUND SURFACE. IF
CONSTRUCTED IN HARDSCAPE IT MUST BE A CONCRETE COLLAR

11. GENERAL CONTRACTOR SHALL COORDINATE ALL UTILITY LINES THAT ENTER THE BUILDING.  IN
GENERAL, PLUMBING PLANS SHOW ALL INTERIOR BUILDING PIPING AND PIPING UP TO 5-FEET
OUTSIDE THE BUILDING.  CIVIL PLANS SHOW SITE PIPING BEGINNING FROM 5-FEET OUTSIDE THE
BUILDING.  GENERAL CONTRACTOR IS RESPONSIBLE FOR ALL UTILITY CONNECTIONS.

12. CONTRACTOR SHALL COORDINATE ALL UTILITY LINE CROSSINGS TO ENSURE ALL PIPES MAINTAIN
MINIMUM COVER, MINIMUM CLEARANCES, AND PROPER SEPARATION.  GRAVITY LINES SHALL HAVE
PRECEDENCE OVER PRESSURIZED LINES.

13. ALL TRENCH BACKFILL SHALL BE IMPORTED GRANULAR MATERIAL UNLESS EXISTING GRANULAR
MATERIALS ARE SPECIFICALLY APPROVED BY THE OWNER'S REPRESENTATIVE.

14. ALL MANHOLES AND INLET CASTINGS LOCATED WITHIN BITUMINOUS ASPHALT PAVEMENT SHALL BE
CONSTRUCTED WITH A CONCRETE APRON AT THE SURFACE.

INDEMNIFICATION:
1. THE CONTRACTOR SHALL INDEMNIFY AND HOLD HARMLESS THE OWNER, THE CITY OF CHARLOTTE

NC, AND CAGE ENGINEERING, INC. FROM AND AGAINST ALL CLAIMS, DAMAGES, LOSSES AND
EXPENSES, INCLUDING ATTORNEY'S FEES ARISING OUT OF OR RESULTING FROM THE
PERFORMANCE OF THE CONTRACTOR'S WORK.  IN ANY AND ALL CLAIMS AGAINST THE OWNER OR
CAGE ENGINEERING, INC. BY ANY EMPLOYEE OF THE CONTRACTOR, OR ANYONE DIRECTLY OR
INDIRECTLY EMPLOYED BY THE CONTRACTOR, OR ANYONE FOR WHOSE ACTS THE CONTRACTOR
MAY BE LIABLE, THE INDEMNIFICATION OBLIGATION SHALL NOT BE LIMITED IN ANY WAY BY ANY
LIMITATION ON THE AMOUNT OF DAMAGES, COMPENSATION OR BENEFITS PAYABLE BY OR FOR THE
CONTRACTOR UNDER WORKER'S COMPENSATIONS ACTS, DISABILITY BENEFIT ACTS OR OTHER
EMPLOYEE BENEFIT ACTS.

INSURANCE REQUIREMENTS
1. THE CONTRACTOR SHALL PURCHASE AND MAINTAIN COMPREHENSIVE GENERAL LIABILITY AND

OTHER INSURANCE SET FORTH BELOW WHICH WILL PROVIDE PROTECTION FROM CLAIMS WHICH
MAY ARISE OUT OF OR RESULTING FROM THE PERFORMANCE OF WORK BY ANYONE DIRECTLY OR
INDIRECTLY EMPLOYED BY THE CONTRACTOR OR BY ANYONE FOR WHOSE ACTS THE CONTRACTOR
MAY BE LIABLE.

A. COMPREHENSIVE AUTOMOBILE LIABILITY INSURANCE COVERING ALL AUTOMOBILES, TRUCKS,
TRAILERS AND ANY OTHER MOTORIZED EQUIPMENT OWNED OR LEASED BY THE CONTRACTOR.

B. WORKER'S COMPENSATION AND EMPLOYER'S LIABILITY INSURANCE IN ANY AMOUNT NOT LESS
THAN STATUTORY LIMITS REQUIRED BY LAW.

C. COMPREHENSIVE GENERAL LIABILITY INSURANCE INCLUDING COVERAGE IN THE AMOUNT OF
$500,000 PER ACCIDENT FOR PROPERTY DAMAGE AND $1,000,000 PER PERSON AND $3,000,000
AGGREGATE PER ACCIDENT FOR BODILY INJURY, SICKNESS OR DISEASE, OR DEATH OF ANY
PERSON.

2. CERTIFICATE OF INSURANCE

A. THE CONTRACTOR SHALL NOT COMMENCE WORK UNTIL HE HAS FILED WITH THE MUNICIPALITY
AND ITS INSPECTOR A CERTIFICATE OF INSURANCE SHOWING COMPLETE COVERAGE OF ALL
INSURANCE REQUIRED, SIGNED BY THE INSURANCE COMPANIES OR THEIR AUTHORIZED
AGENTS.  EACH CERTIFICATE SHALL PROVIDE THAT COVERAGE SHALL NOT BE TERMINATED
OR REDUCED WITHOUT 30 DAYS ADVANCE WRITTEN NOTICE TO THE MUNICIPALITY AND ITS
INSPECTOR.  THE CONTRACTOR SHALL NAME THE OWNER, THE TOWN OF MINT HILL NC AND
CAGE ENGINEERING, INC. AS ADDITIONAL INSUREDS ON THE COMPREHENSIVE GENERAL
LIABILITY AND AUTOMOBILE LIABILITY POLICIES.

CONSTRUCTION MEANS, METHODS, SAFETY
1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COMPLIANCE WITH ALL FEDERAL, STATE AND

LOCAL LAWS, INCLUDING OSHA STANDARDS AND WITH ANY OTHER APPLICABLE LAWS, ORDINANCES,
RULES, REGULATIONS AND ORDERS OF ANY PUBLIC BODY HAVING JURISDICTION FOR THE SAFETY
OF PERSONS OR PROPERTY OR TO PROTECT THEM FROM DAMAGE, INJURY OR LOSS.  THE
CONTRACTOR SHALL PROVIDE ALL SAFEGUARDS, SAFETY DEVICES AND PROTECTIVE EQUIPMENT
AND SHALL BE RESPONSIBLE FOR INITIATING, MAINTAINING, AND SUPERVISING ALL SAFETY
PRECAUTIONS AND PROGRAMS UTILIZED BY THE CONTRACTOR AND HIS SUB-CONTRACTORS IN THE
PERFORMANCE OF THEIR WORK AND SHALL TAKE ANY  OTHER ACTIONS NECESSARY TO PROTECT
THE LIFE AN HEALTH OF EMPLOYEES ON THE JOB AND THE SAFETY OF THE PUBLIC AND TO PROTECT
PROPERTY IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CONSTRUCTION MEANS, METHODS,
TECHNIQUES OR PROCEDURES, EQUIPMENT, AND FOR SAFETY PRECAUTIONS OR PROGRAMS,
UNLESS SUCH MEANS AND EQUIPMENT ARE SPECIFIED IN THESE CONTRACT DOCUMENTS.  THE
CONTRACTOR SHALL COMPLY WITH SECTION 108.06 LABOR, METHODS, AND EQUIPMENT OF THE
"STANDARD SPECIFICATIONS."
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COMMUNITY FLOODWAY

(TO REMAIN)
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(TO REMAIN)

EXISTING 20'
DRAINAGE
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PARCEL ID: 22113133
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515 TOWNE CENTRE BLVD

PARCEL ID: 22113130
TBD

2.9307 ACRES
505 TOWNE CENTRE BLVD

PARCEL ID: 22113121
TBD

429 TOWNE CENTRE BLVD
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D

MILL & OVERLAY

ASPHALT PAVEMENT
REMOVAL, FULL DEPTH

TREE/WOODED AREA REMOVAL

CURB & GUTTER REMOVALX X
UTILITY REMOVAL

TREE/BUSH REMOVAL

UTILITY STRUCTURE REMOVAL

SAWCUT PAVEMENT, FULL DEPTH

TO BE REMOVED(TBR)

X X

DEMOLITION LEGEND

SITE BENCHMARK:
DESCRIPTION: NORTHING: 490024.23

EASTING: 1436794.00

ELEVATION: 556.59 DATUM: NAD83 (2011)

1. TOPOGRAPHIC SURVEY COMPLETED BY "ENTER
NAME", ON "ENTER SURVEY DATE".

2. THE UNDERGROUND UTILITY INFORMATION SHOWN
HAS BEEN DERIVED FROM MULTIPLE SOURCES
INCLUDING, BUT NOT LIMITED TO, TOPOGRAPHIC
SURVEY AND THE MUNICIPALITY/DISTRICT. THE
ACCURACY AND COMPLETENESS OF THIS
INFORMATION CANNOT BE GUARANTEED AND THE
CONTRACTOR SHALL VERIFY UNDERGROUND
UTILITY LOCATIONS PRIOR TO CONSTRUCTION.

EXISTING CONDITIONS NOTES

1. PRIOR TO CONSTRUCTION, THE CONTRACTOR
SHALL CONTACT AND COORDINATE WITH THE
RESPECTIVE UTILITY COMPANIES FOR ANY
REMOVAL AND/OR RELOCATION OF UTILITIES
SHOWN ON THESE PLANS.

2. SHOULD THE DEMOLITIONS/CONSTRUCTION
ACTIVITIES DAMAGE ANY SITE FEATURES NOT
INDICATED FOR REMOVAL, THE CONTRACTOR
SHALL REPLACE AND/OR RESTORE THE DAMAGED
FEATURES TO THEIR ORIGINAL CONDITION AT NO
ADDITIONAL COST.

3. ALL EROSION AND SEDIMENT CONTROL BMPs
SHALL BE INSTALLED PRIOR TO ANY DEMOLITION
ACTIVITIES

DEMOLITION PLAN NOTES
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PROPOSED BUILDING
+/- 23,000 SQ FT

PARCEL ID: 22113133
ABCANINE CATPITAL PINEVILLE, LLC

515 TOWNE CENTRE BLVD

PARCEL ID: 22113130
TBD

2.9307 ACRES
505 TOWNE CENTRE BLVD

PARCEL ID: 22113121
TBD

429 TOWNE CENTRE BLVD
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PROPERTY BOUNDARY (TYP.)

25' FRONT YARD SETBACK

DUMPSTER/TRASH AREA

PROPOSED STAIRS

PROPOSED STAIRS

RAILING

RETAINING WALL (VARYING HEIGHT,
SEE GRADING PLAN FOR DETAILS)

10'

RETAINING WALL (VARYING HEIGHT,
SEE GRADING PLAN FOR DETAILS)

4 STALLS @ 9' = 36'
4 STALLS @ 9' = 36' 4 ADA STALLS W/ ACCESS = 50'
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16'
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10.5' 10'

R10'

R20'

R3'

R3'
R3'

R3'

R3'
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5'SIDEWALK

25
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19 EXISTING STALLS @ 9' = 171'

16 EXISTING STALLS @ 9' = 144'

16 EXISTING STALLS @ 9' = 144'

18
'

18
'

18
'MEET EXISTING

PAVEMENT

MEET EXISTING
CURB & GUTTER

MEET EXISTING
CURB & GUTTER

PROPOSED CURB &
GUTTER (B6.18)

PROPOSED CURB &
GUTTER (B6.18)

MEET EXISTING
PAVEMENT

MATCH EXISTING PAVEMENT

24'

9'

9'

9'

PARENT DROPOFF/PICKUP
ACCESS AND TEMPORARY
PARKING

COMMUNITY FLOODWAY

PROPOSED STORMWATER
MANAGEMENT FACILITY

4 STALLS @ 22'
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SITE SUMMARY

ZONING
B4 - BUSINESS  PERIMETER DISTRICT

PROPERTY AREA 2.93 AC
BUILDING AREA 23,000 SQ FT

YARD REQUIREMENTS
FRONT BUILDING SETBACK 25'
REAR SETBACK NONE
SIDE SETBACK NONE

LANDSCAPE SETBACK 10'

FIRE ACCESS
CHARLOTTE FIRE DEPARTMENT TURING MOVEMENTS
REQUIRE A MINIMUM 42' OUTER TURNING RADIUS FOR
WALL-TO-WALL MOVEMENTS AND APPROXIMATELY 38'
FOR CURB-TO-CURB TURNING MOVEMENTS

PARKING COUNT
1 PARKING STALL SHALL BE REQUIRED FOR EACH 400
SQ. FT. OF GROSS BUILDING AREA

REQUIRED:
22,600 / 400 = 57 STALLS
ADA REQUIRED = 3 STALLS

PROPOSED:
51 EXISTING STANDARD STALLS
12 PROPOSED STANDARD STALLS
4 ADA STALLS
67 TOTAL STALLS

STANDARD DUTY
BITUMINOUS PAVEMENT

MILL & OVERLAY

PCC SIDEWALK

HEAVY DUTY CONCRETE
PAVEMENT

PAVEMENT LEGEND

CURB & GUTTER

REVERSE PITCH CURB & GUTTER

DEPRESSED CURB & GUTTER

PROPOSED BUILDING

SITE PLAN NOTES

1. ALL DIMENSIONS ARE FLOWLINE TO FLOWLINE OR
BUILDING FOUNDATION UNLESS OTHERWISE
NOTED.

2. ALL CURB RADII SHALL BE 3' MEASURED TO
FLOWLINE UNLESS OTHERWISE NOTED.

3. BUILDING FOOTPRINTS AND APPURTANCES SHOWN
ARE BASED UPON THE LATEST ARCHITECTURAL
INFORMATION PROVIDED TO CAGE ENGINEERING.
SUBSEQUENT ARCHITECTURAL CHANGES MAY
EXIST. CONTRACTOR SHALL REFER TO THE LATEST
ARCHITECTURAL DRAWINGS FOR PRECISE
BUILDING DIMENSIONS AND LAYOUT AND NOTIFY
THE ENGINEER OF ANY DISCREPANCIES PRIOR TO
CONSTRUCTION.
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557.13 FL

556.63 SW
556.13 FL

 556.05 FL/SW

556.66 SW
556.15 SW

556.79 SW

556.62 SW

556.95 SW

558.16 SW

558.11 SW
557.61 FL

559.30 SW
558.80 FL

559.35 SW

559.45 TW
559.00 BW

59.45 TW
58.00 BW

559.35 TW
554.19 BW

559.45 SW

559.45 SW

559.30 TW
553.51 BW

559.45 SW
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559.45 SW

558.25 TW
552.87 BW

559.40 SW
558.80 FL

556.63 FL
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555.77 RIM
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556.96 FL
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557.00 FL
557.36 FL
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556.18 FL
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557.36 FL

556.00 FL/SW
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558.70 FL

556.85 FL

556.94 FL
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559.35 SW
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558.50 HP

558.80 FL
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558.86 TW
553.48 BW
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556.85 BW
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557.00 BW

WATERSHED
DISCHARGE

POINT

PROPERTY BOUNDARY (TYP.)

PROPERTY BOUNDARY (TYP.)

PROPOSED BUILDING
FFE = 559.50

559.50 SW

558.21 RIM

559.45 SW

556.76 RIM

RID
GE

RIDGE

COMMUNITY FLOODWAY

MEET EXISTING
CURB & GUTTER

MEET EXISTING
CURB & GUTTER
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GRADING LEGEND

OVERLAND FLOOD ROUTE

SPOT ELEVATION

100

100 PROPOSED MINOR CONTOUR

EXISTING MAJOR CONTOUR

EXISTING MINOR CONTOUR

PROPOSED MAJOR CONTOUR

100.00 P

DRAINAGE ARROW

GRADING ABBREVIATIONS
FL FLOWLINE
P PAVEMENT
G GROUND
SW SIDEWALK
TW TOP OF WALL
BW BOTTOM OF WALL*
GF GRADE AT FOUNDATION
HP HIGH POINT
LP LOW POINT
M/E MEET EXISTING
TF TOP OF FOUNDATION

* BOTTOM OF WALL GRADES INDICATE THE
GROUND ELEVATION AT THE LOW SIDE OF
THE RETAINING WALL.

1. CONTRACTOR TO REFER TO THE GEOTECHNICAL
REPORT TO ENSURE ALL MINIMUM SLOPE
REQUIREMENTS ARE MET.

2. THE MAXIMUM SLOPE WITHIN ANY ADA PARKING
AND/OR ADA ACCESS AREA SHALL BE 2.00% IN ANY
DIRECTION.

3. ALL SIDEWALKS (NOT INCLUDING STAIRS) SHALL HAVE
A MAXIMUM 5% LONGITUDINAL SLOPE AND 2% CROSS
SLOPE. ALL RAMPS SHALL HAVE A MINIMUM 8.33%
LONGITUDINAL SLOPE AND 2% CROSS SLOPE.

GRADING PLAN NOTES
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PARCEL ID: 22113130
TBD

2.9307 ACRES
505 TOWNE CENTRE BLVD

PARCEL ID: 22113121
TBD

429 TOWNE CENTRE BLVD
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8" X 6" TAPPING SADDLE AND
CORP (PROVIDED BY CLT)

8" X 2" TAPPING SADDLE AND
CORP (PROVIDED BY CLT)

2" COPPER WATER SERVICE

6" DIP WATER MAIN

2" DOMESTIC BACKFLOW PREVENTOR
AND 2" WATER METER ASSEMBLY

6" FIRE SERVICE  BACKFLOW
PREVENTOR ASSEMBLY

1" DETECTOR METER

2" TYPE K COPPER PIPE

6" SDR 14, AWWA

CONNECTION TO EXISTING 8"
CLAY SANITARY SEWER MAIN

PROPOSED SANITARY LATERAL

PROPOSED SANITARY MANHOLE

PROPOSED STORM CATCH BASIN

18" STORM SEWER

18" STORM SEWER

12" STORM SEWER

12" STORM SEWER

12" STORM SEWER

12" STORM SEWER

12" STORM SEWER

12" STORM SEWER

12" STORM SEWER

12" STORM SEWER
12" STORM SEWER

12" STORM SEWER

PROPOSED STORM CATCH BASIN

PROPOSED STORM CATCH BASIN

PROPOSED STORM CATCH BASIN

PROPOSED STORM INLET

PROPOSED STORM CATCH BASIN

PROPOSED STORM INLET

PROPOSED STORM INLET

PROPOSED STORM INLET

PROPOSED STORM INLET

PROPOSED FES

DETENTION OUTFALL (FES)

RESTRICTOR STRUCTURE

COMMUNITY FLOODWAY

MIN 10' SEPARATION - 17.05'
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REVISIONS

THIS DESIGN AND THESE DRAWINGS ARE THE PROPERTY  OF
CAGE ENGINEERING, INC. NO PART OF THIS WORK MAY  BE
REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION  FROM
CAGE ENGINEERING, INC.
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PROPOSED SANITARY SEWER

PROPOSED SANITARY MANHOLE

PROPOSED SANITARY CLEANOUT

PROPOSED WATER LINE

PROPOSED WATER VALVE BOX

PROPOSED STORM PIPE

PROPOSED STORM STRUCTURE

EXISTING SANITARY SEWER LINE

EXISTING WATER LINE

EXISTING STORM PIPE

EXISTING FIRE HYDRANT

EXISTING WATER VALVE

EXISTING SANITARY  MANHOLE
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UTILITY LEGEND

BACKFLOW PREVENTION NOTE(S)
1. THERE SHALL BE NO TAPS, PIPING BRANCHES,

UNAPPROVED BYPASS PIPING HYDRANTS, FIRE DEPT.
CONNECTION POINTS, OR OTHER WATER-USING
APPURTENANCES CONNECTED TO THE SUPPLY LINE
BETWEEN ANY WATER METER AND ITS CLT
WATER-REQUIRED BACKFLOW PREVENTOR.

2. EACH CHARLOTTE WATER-REQUIRED BPA IS
REQUIRED TO BE TESTED BY A CHARLOTTE
WATER-APPROVED CERTIFIED TESTER PRIOR TO
PLACING THE WATER SYSTEM IN SERVICE.

CLT WATER NOTE(S)
1. CUSTOMER IS RESPONSIBLE FOR STAKING AS

NECESSARY TO DETERMINE SERVICE LOCATIONS &
ELEVATIONS PRIOR TO CLT WATER CONTRACTOR
MOBILIZING TO INSTALL SERVICES. SITE ADDRESS
MUST BE VISIBLY POSTED AT SITE.

2. ON-SITE CONTRACTOR IS RESPONSIBLE FOR
RELOCATING ANY APPLICABLE CONFLICTING
UTILITIES NECESSARY TO COMPLETE SERVICE
INSTALLATIONS. ADDITIONAL FEES MAY APPLY &
CONSTRUCTION TIME LINES EXTENDED IF
CONFLICTING UTILITIES ARE NOT SHOWN ON PLANS.

3. WATER AND SEWER CONNECTIONS SHALL NOT BE
LOCATED WITHIN PROPOSED CONSTRUCTION
ENTRANCES.

4. PAVEMENT FOR QUOTED SERVICE CONNECTION
SHALL BE CONSIDERED ACKNOWLEDGEMENT &
APPROVAL OF CLT WATER COMMENTS BY THE
APPLICANT; PAYMENT DOES NOT INCLUDE ANY
ADDITIONAL FEES REQUIRED DUE TO UNFORESEEN
CONDITIONS THAT ARE/WERE NOT DEPICTED ON THE
SITE PLAN PROVIDED BY THE APPLICANT.

5. BACKFLOW PREVENTION REVIEW SHALL BE
COORDINATED THROUGH MECKLENBURG COUNTY
CODE ENFORCEMENT PERMITTING PROCESS AT TIME
OF APPLICATION FOR BUILDING PERMITS. THESE
REQUIREMENTS CAN BE FOUND AT
HTTP://WWW.CHARLOTTENC.GOV/WATER/
CUSTOMER-CARE/BACKFLOW. ANY REVISION TO TAP
AND/OR METER LOCATIONS MAY BE SUBJECT TO
RE-SUBMITTAL TO BACKFLOW FOR REVIEW.

6. CLT WATER WILL INSTALL THE 8" LATERAL INTO THE
EXISTING MANHOLE AND BRING INSIDE THE R/W AS
SHOWN. CLT WATER WILL INSATLL A 4"X4" POST TO
MARK THE LOCATION OF THE PRIVATE MANHOLE
JUST BEYOND THE R/W.

7. IF YOUR WATER CONNECTION IS 2" OR LARGER AND
SERVING MORE THAN ONE STRUCTURE, YOU MUST
SUBMIT FOR A CLTW PRIVATE WATER PERMIT - VISIT
WEBSITE FOR PRIVATE WATER PERMITTING
INFORMATION HTTP://WWW.CHARLOTTENC.GOV/
WATER/DEVELOPMENTBUSINESS/
PRIVATE-WATER-PERMITTING.

8. THE ALTERNATE INSTALL PROGRAM IS AVAILABLE
PER THE OWNER'S REQUEST TO HELP EXPEDITE
INSTALLATION AND CONSTRUCTION SCHEDULES. FOR
MORE INFORMATION REGARDING THE ALTERNATE
INSTALL PROGRAM PLEASE CONTACT MARCUS
STALLINGS AT:

MARCUS.STALLINGS@CHARLOTTENC.GOV

ATTENTION:
CHARLOTTE WATER IS ENFORCING THE REQUIREMENTS OF
THE NEW DESIGN MANUAL FOR THIS PROJECT.

NATE KAMPHAUS - PLANS REVIEW
CHARLOTTE WATER
5100 BROOKSHIRE BOULEVARD, CHARLOTTE, NC 28216
P: 980.346.1324 / CHALOTTEWATER.ORG
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